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Approvals

   The KC twin wall insulated flue system has been specifically designed with the installer in mind 
with a range of quick and easy to fit components leaving you with a clean lined system finished to 
the highest standards. The unique robust jointing system ensures a positive fit on every joint which 
is secured with a locking band. KC, with its open ended construction, eradicates the problem of 
hotspots within the joints leaving a continuously insulated chimney throughout.

All visible components of the KC twin wall system are also available in black power coated finish.

Design and Specification
Fuel: Suitable for Coal, Wood, Oil and Gas
Inner wall: Inox stainless steel 0.4mm AISI 316L
Outer wall: Inox stainless steel 0.4mm AISI 304BA
All components are fully welded and insulated with high density rock wool (128kg/m3)
The unique jointing system guarantees a leak proof seal between the components
All components come complete with a locking band.

KC pipe comes with a 12 year manufacturer's warranty
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                                                Available in black powder coated finish

Start off components

Straight pipes

Start off adaptor
Connects single wall pipe to 
KC twin wall

Start off increaser
Steps up from smaller sized 
single wall to the next size 
up in KC twin wall (eg. 125 
mm SW to 150 mm TW)

Straight length 1000mm
Locking band included

Straight length 500mm
Locking band included

Straight length 250mm
Locking band included

Adjustable length 
500mm-900mm
Contains extra insulation to 
be cut to size.
Locking band included

Adjustable length 
350-500mm
Contains extra insulation to 
be cut to size.
Locking band included

Adjustable length 
250-350mm
Contains extra insulation to 
be cut to size.
Locking band included
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Bends

Tees 

Terminals (continued overleaf)

15 degree bend
Locking band included

45 degree bend
Locking band included

30 degree bend
Locking band included

90 degree bend
Locking band included

135 degree Tee piece
Locking band included
Tee cap not included
Allows sweeping from 
outside the house and 
provides a “soot trap” to 
reduce the likelihood of a 
blocked chimney

90 degree Tee piece
Locking band included
Tee cap not included
Allows sweeping from 
outside the house and 
provides a “soot trap” to 
reduce the likelihood of a 
blocked chimney

Tee Cap
Required with a Tee piece. 
Fits onto the Tee piece or 
onto the base wall support 
when used in conjunction 
with a Tee piece.

Rain cap
Locking band included

Anti-Wind cowl
Locking band included
Prevents down draughts
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Terminals (continued)

Support components

Rotating Cowl
Locking band included
Wind driven revolving 
chimney cowl. Helps to 
create upward draught while 
the wind is blowing.

Adjustable wall bracket 
50mm – 80mm
Offers lateral support only. 
Use every 2500mm.

Adjustable wall bracket 
80mm – 130mm
Offers lateral support only. 
Use every 2500mm.

Adjustable wall bracket 
130mm – 210mm
Offers lateral support only. 
Use every 2500mm.

Base wall support
To be used in conjunction 
with a Tee piece at the base 
of an external stack to 
support the weight of up to 
20m of chimney. 

Guy wire bracket
For use in conjunction with 
guy wire kit to support a 
chimney which extends 
more than 2000mm above a 
roof surface where wall 
support would not be 
possible.

Guy wire kit
Contains 30m galvanised 
steel wire and fixing 
components.
To be used in conjunction 
with a guy wire bracket.

Roof support (swivel)
Attaches to rafters and joists 
to provide support where the 
flue exits the roof or passes 
through a ceiling
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Accessories

Ventilated fire stop plate 
(White)
Used to allow the chimney 
to pass through floors. 
Attached to the underside of 
the ceiling and floor above.

Storm collar
Helps protect rubberised 
flashing from extreme 
weather conditions. Should 
be installed about 25mm 
above the tallest part of the 
flashing.

Finishing plate 0-30 deg
Used to tidy the area around 
the flue as it passes through 
a non-combustible wall.

Finishing plate 30-45 deg
Used to tidy the area around 
the flue as it passes through 
a non-combustible wall.

Wall sleeve 45 deg 
(Adjustable)
Used to protect the chimney 
in the wall passage when 
the flue system passes to 
the outside wall. The gap 
between the flue and the 
Wall Sleeve can be filled 
with Rockwool.

Wall sleeve 90 deg
Used to protect the chimney 
in the wall passage when 
the flue system passes to 
the outside wall. The gap 
between the flue and the 
Wall Sleeve can be filled 
with Rockwool.

Chimney Notice Plate
Required by building 
regulations to identify the 
installer and the suitability of 
the flue and appliance for 
type of fuel.

Aluminium flashing
0-45 degree roof pitch
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